
 
Please fill out this form and send with your water sample. Samples submitted without this form will not be tested. 

 

Contact Information 

Contact Name  

Company Name  

Street  

City  Postal Code  Province  

Phone #  Email  
 

Testing for bacteria, arsenic, lead, and other heavy metals must be performed by your local health department or an 
independent laboratory. 
 

WATER SAMPLING INSTRUCTIONS 
 

1. Rinse the sample bottle. 
2. Let cold water run for 2-3 minutes and then slow down the flow. 
3. Fill up the sample bottle with cold water without splashing and fill the bottle. 
4. Replace bottle cap. 
5. Keep the bottle out of sunlight and keep cool (DO NOT FREEZE). 
6. Complete the form and enclose it with the sample bottle. 
7. Deliver the same to World of Water located at 722 – 18th Street, Brandon MB. 

 
Test Results 
Results are usually available with 2 business days of receiving the sample. 
 

 

Please provide the following information to ensure proper recommendations. 
 

Source of Water 

q Well q Lake q Municipality Treated q Other 

If you selected ‘Other’, explain:  
Date of Sampling:  Time of Sampling:  

*If bringing in 2 samples for one before and one after softener. Please label each bottle accordingly. 
  

 FOR LABORATORY USE ONLY 

Date Received: ______________________________ 

Report #: ___________________________________ 

Date Completed: _____________________________ 

           WATER TESTING FORM  

             q Commercial  
                  Application 
 

q Residential 
     Application 

 



Reason for Water Testing 

q Not sure if existing softener is working 
q Not sure if I need a softener 
q Water leaves stains, streaks, and/or scale buildup on fixtures 
q Water smells like rotten eggs 
q Other, please explain: _______________________________________________________________ 

 
FOR WORLD OF WATER USE ONLY 

Test Acceptable Limit Result  Report #  

Total Hardness < 5 GPG   Sample Received Date:  

Iron < 0.3 PPM   Testing Date:  

Total Dissolved Solids (TDS) < 500 PPM   Tested by:  
 
Explanation of Water Analysis 

A. Total Hardness 
This indicates the efficiency or workability of the water for everyday household use. Water in excess of 5 gpg is 
generally considered hard and should be softened. 
 

B. Iron 
Over 0.3 ppm of iron will cause discoloration of water and staining. Fully automatic water conditioners will 
correct this problem. Some extreme water situations may require filtration. 
 

C. Total Dissolved Solids (TDS) 
A measure of the soluble solids that are present in the water. 

 
RECOMMENDATIONS 
Recommendations are based entirely on the information supplied and the water chemistry results at the time of analysis. 
 

 

 

 

 

Recommended by: _________________________________ 

Date: ____________________________________________ 


